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<79 dB
NOISE LEVEL
<65 DB SPIN 15A   |   Model # 1106340   |   110V/60Hz, 1.75 HP

CONTINUOUS MIXER FOR PREMIXED MATERIALS

SPIN 15A

INDUSTRY CHANGING, HIGH-OUTPUT CONTINUOUS MIXERS 
Ideal for quickly and efficiently mixing; preblended plasters, mortars, 

stuccos, grouts, self-leveling underlayments, preblended conventional

floor-screeds. Team the continuous mixer with an IMER spray and 

grout pump for semi-automatic production.

DUST GRATE INCLUDED
The Spin 15 & Spin 30 Plus include an 
iDUST® dust grate attachment. The dust 
grate attachment utilizes multiple vents 
and connects to a dry vacuum to pull 
dust downward.

OPTIONAL WATER PUMP
Optional water kit for spin 15. Use the
pump to feed water from a tank or 
when the water supply is inadequate.
Item# 1107638 - Spin 15A Water Pump Kit

Technical specifications
 SPIN 15A
 Hopper/tank capacity      2.12 cu ft
 Mixing performance .5 cu ft /min                           
 Mixer/paddle speed 280 rpm
 Motor power rate 1.75 hp                                    
 Standard water pump optional
 Standard dust grate yes                                
 Weight (with packing) 187 lbs (196)
 Dimensions  27-½ W  x 54 L  x  46 H in                         
 Box dimensions  31-½ W x 23-¼ L x 32-½ H in

Stainless steel 
water pump 

is optional

 250 lb. hopper 
capacity

High-torque motor 
for optimal start-up 

under full load

Maintenance-free 
patented parallel 

axis gearbox

Patented IMER mixer 
coupling for easy cleanup 
and disassembly

3 adjustable 
height positions

Mix up to three, 
80 lb. bag of pre-mix 
in 3 minutes

IMER DUST GRATE

New patented 
iDUST® grate 

included


