
COMBICUT 200VA COMBICUT 250VA
Model # 1188084 1188164
Blade diameter 8 in 10 in
Blade shaft diameter 5/8 in 5/8 in
Max. cutting length (w/ plunge cut) 21 in (24 in) 28 in (31 in)
Max. cutting depth 2.75 in 3.75 in
Motor rating 1.75 hp 120 v, 15 amp 1.75 hp 120 v, 15 amp
Blade speed 2800 rpm 2800 rpm
Weight (boxed, includes stand) 48 lbs (68 lbs) 72 lbs (85 lbs)
Water pan capacity 5 gal 10 gal
Water pump flow 3 gpm 3 gpm
Length* (boxed) 35 in (37 in) 40 in (43 in)
Height* (boxed) 19 in (22 in) 22 in (24 in)
Width* (boxed) 18 in (20 in) 18 in (21 in)

10” continuous 
rim porcelain 

blade included

Equipped with a 
laser guide to 
make cuts quickly 
and accurately

(*) Operating Dimensions (boxed)

Technical specifications

ACCURATE, CHIP-FREE CUTTING PERFORMANCE 
Over the years, porcelain and stone have increased in size as manufacturing has improved to make larger pieces of tile. 
This has created the need for a saw that can be extremely accurate and long. IMER has kept up with the trend offering a 
portable saw with a cutting lenght up to 60 inches. 

COMBICUT 250 SERIES

TILE CLAMP FOR 
ACCURACY
The tile clamping system is an accessory that attaches 
to all Combicut Series saws. Clamp down tiles and use 
the overhead laser to guarantee a smooth, thorough, 
and accurate cut.  Item # 1188157

SIDE TABLE INCLUDED
The side table supports 
large format tiles.

TILE STONE AND PORCELAIN SAWS

250/1000 VA 250/1500 VA
Model # 1188174 1188180

Blade diameter 10 in 10 in

Blade shaft diameter 5/8 in 5/8 in

Max. cutting length (w/ plunge cut) 37 in (40 in) 57 in (60 in)

Max. cutting depth 3.75 in 3.75 in

Motor rating 1.75 hp 120 v, 15 amp 1.75 hp 120 v, 15 amp

Blade speed 2800 rpm 2800 rpm

Weight (boxed, includes stand) 92 lbs (98 lbs) 125 lbs (150 lbs)

Water pan capacity 12 gal 13 gal

Water pump flow 3 gpm 3 gpm

Length* (boxed) 55 in (58 in) 76 in (77 in)

Height* (boxed) 24 in (26 in) 24 in (26 in)

Width* (boxed) 25 in (27 in) 25 in (27 in)

<79 dB
NOISE LEVEL
<78 DB 

40”
Cutting
Length

Plunge cut 
capable

High quality 
180º protractor 

included

High impact 
removable poly 
water pan with 
baffles

Water valve 
to control 

water mist

Complete 
with high flow 

water pump

Tilt beam for easier 
miter cuts

60”
Cutting
Length


