
TOWABLE MORTAR MIXER

HSM 6 HSM 8 HSM 12
Model # gas / steel (poly) 1130061 (1130063) 1130081 (1130083) 1130121

Model # elec. / steel (poly) 1130062 (1130064) 1130082 (1130084) 1130122

Bag capacity 2 - 2.5 2.5 - 3 3.5 - 4

Batch output 6 cu ft 8 cu ft 12 cu ft

Motor gas Honda GX 160, 5.5 hp Honda GX 240, 8 hp Honda GX 390 13 hp

Motor electric 120V / 240V 1.5 hp 120V / 240V 1.5 hp 240V 5 hp

Tire size 5.3 x 12 in 5.3 x 12 in B78 - 13 in

Charging height 57-1/2 in 59-3/4 in 58 in

Weight 500 lbs 650 lbs 1,200 lbs

Width 45 in 45 in 52-1/2 in

Length (with tow bar) 75 (94-1/2) in 73 (92-3/4) in 84 (104-1/.2) in

Height 55 in 57-1/2 in 56-1/2 in

Technical specifications

POWERFUL, TOWABLE, MORTAR MIXER
The HSM 6 (6CF), HSM 8 (8CF), and HSM 12 (12CF) towable mortar mixers utilize a gearbox design to transfer the power 
efficiently to the mixing paddles. Honda GX engines or 120 / 240V industrial electric motors deliver the power to produce 
perfect mortar, stucco or grout effeciently. 

HSM 6, 8, & 12

QUIET GEARBOX
The enclosed gearbox provides 
a quieter mixer that produces 
less heat and gear wear, 
meaning your machine runs 
more efficiently and longer.

Large grab handle 

makes dumping the 
load easy and safe

Extra large safety 

grate comes 

standard 

Choose from Honda 

GX-390 11.7 hp or 

Leeson 1.5 hp 120 V

Optional torsion bar 
axle available upon 
request

Equpped with a 
2” ball hitch as 

standard. Pintle 
loop available 
upon request

Locking handle 
ensures that 

the mix won’t 
dump on you 
unexpectedly

The optional spiral 
mixing blades 

with heavy-duty 
design, allowing 

a mix that’s up to 
30% faster

Pillow blocks 
mounted 

externally keep 
the shaft spinning  

smoothly

<79 dB
NOISE LEVEL
<79 DB 


