
D O U B L E  A R T I C U L A T E D  S P I D E R  L I F T

With a 65’ 7” working height, 32’ 10” side outreach and 507 lb platform capacity, the IM R 65 / 20 DA Pro delivers impressive 

performance from a compact tracked chassis. Double articulation, an active jib, adjustable tracks and automatic leveling 

provide exceptional access around obstacles and across challenging terrain.

65’
W O R K I N G  H E I G H T

32’ 10”
M A X  S I D E  O U T R E A C H

@ 507 LBS .

26’ 3”
U P  &  O V E R

A D J U S T A B L E  T R A C K 

W I D T H

W I R E L E S S  G R O U N D 

C O N T R O L

A U T O - L E V E L I N G 

O U T R I G G E R S

S T O W E D  W I D T H

31”

IM R 65 / 20 DA PRO



WWW . I M E R U S A . C O M

POWERED YOUR WAY T O G E T H E R  W E  B U I L D

GAS /  DIESEL LITHIUM HYBRID

S P E C I F I C AT I O N S

SPECIF ICATION GAS /  D IESEL LITHIUM HYBRID

R E A C H  &  C A P A C I T Y

Working height 65’

Platform height 59’

Max side outreach 32’ 10” / 507 lbs.

Up & Over 26’ 3”

Max load capacity 507 lbs.

Turret rotation 360° (not continuous)

Basket rotation 124°

D I M E N S I O N S  &  T R A N S P O R T

Basket dimensions 4’ 11” x 2’ 4” x 3’ 7”

Outrigger footprint - standard 10’ 5” x 10’ 6”

Stowed length (without basket) 16’ 8” (14’ 5”)

Stowed width (w/ tracks extended) 2’ 7” (3’ 7”)

Stowed height (w/ outrigger pads) 6’ 7” (6’ 8”)

Total machine weight Gas 6,393 lbs. / Diesel 6,570 lbs. 6,504 lbs. 6,614 lbs.

D R I V E  &  P O W E R

Driving speed 1.2 mph 1.1 mph 1.1 mph

Gradeability 30%

Electric motor 120 V 1.5 hp 48V 6 hp 48V 6 hp

Gas engine Honda GX390 - 13 hp — —

Diesel engine Kubota Z602 - 17 hp — —

Lithium batteries — 48V / 110 Ah 48V / 110 Ah

Lithium battery charger — 48V / 50 A 48V / 50 A

Gas generator — — Honda GX160 - 5 hp

Current supplied by generator — — 10 A
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